
3" Channel Bracing

Boltdown

(2 places)

Slamlock

Flush Drop Handle
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4'-0" I.D.

4'-6" O.D.

Stainless Steel

Compression Springs

Angle Frame w/

Continuous Anchor Flange

1

4

" Tread Plate Covers

Alum. Channel Bracing

See Note "A" for

Pocket Requirements

Stainless Steel

Slamlock

Aluminum

I-Beam

Stainless Steel

Lockbar w/Handle

7"

Frame Height

Frame and Pocket Detail

Skirt

Extruded Angle Frame

Insert for

1/2" Bolt

See Note "A" 

Pocket Requirements

1/4" Stainless Steel

Beam Pocket

1 1/2 x 2 x 1/4

Gusset

6" Beam

for

3"

Channel

1/4" Aluminum

Tread Plate Cover

Skirt

Detail

1/4" Aluminum

Tread Plate Cover

Extruded Angle Frame

1 1/2 x 2 x 1/4 Angle

(channel support)

3" Channel

Beam Pocket

Detail

3/8" S.S. Flat bar

welded to

sides of pocket)

NOTE "A"

           Beam Support Pockets Must be Secured with

           1/2" Dia. Concrete Inserts or Anchor Bolts to

            Maintain Load Requirements.

            Failure to do so will cause Load Failure and

            Void Manufacturers Warranty.

Extruded Aluminum Angle Frame

w/Continous Anchor Flange
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